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We at JC Refrigeration try to build these units so that they are able to be installed by DIY customers. 

But please be aware though that our upgrades might not look quite the same. Some brackets, frames, 

mounting holes might not always line up perfectly as fridge boxes can vary at times. So, some 

modifications, such as shaving foam or tweaking frames might need to be done at times to install the 

unit. Something to remember is that these cooling units are built with steel tubes and steel plates so 

some minor twisting or pushing to get the unit installed will not harm the cooling unit. We offer 

videos for the gas/electric versions and install manuals for the HVAC units to help you through this 

install. Feel free to send us a picture along with your question, and we will help you to the best of our 

ability. 

JR & Jeremy Lambright  

Tools needed to do the install: 

Screw gun           5/16       ¼     Phillips    wrench   putty knife    knife       caulk gun     zip ties  

                 

 

 1 or 2   

And enough time to think ǘƘƛƴƎǎ ǘƘǊǳ ŀǘ ǘƛƳŜǎΣ ǎƻ ŘƻƴΩǘ ƎƛǾŜ ǳǇ ŀƴŘ ƘŀƴƎ ƛƴ 

there to the end it will be all worth it. A cold fridge is about to be had!!   
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               Please read through these notes before starting: 

¶ Pages #4 thru 25: cooling unit removal and unhooking board from box  

¶  Pages #26 & 27:  Fin fan installation  

¶ Pages #28 thru 35: LP burner & heating element removal, new installation 

¶ Pages #36: Thermal Mastic installation  

¶ Pages #37 thru 40: New cooling unit installation into box  

¶ Pages #41 thru 43: Apply foam and tape  

¶ Pages #44 thru 46: Board etc.  hookup,  

¶ Pages #47 thru 51: Ice maker hook up  

¶ Pages #52 thru 54: Vent fan position, and unit leveling 

¶ Pages # 55 thru 57: Slideout fan and top vent cap info 

¶ Pages 58 thru 65: final installation info  

¶ Page #66 to the end: Trouble Shooting, FAQS  

¶ Check your rear control board to make sure it matches up to this board in 

this manual, if it does not then a good chance you have the 1210 Style 

Norcold which has a smaller style board then this 1200 style 

¶ Throughout this manual, there will times when you see (RA), (YA), or (BA). 

These are referring to red arrow, yellow arrow, and blue arrow. We use 

these to point to a certain spot or part in the pictures. 

¶ There are some differences between this install manual and DIY install 

videos on YouTube. So, to avoid confusion, follow only the instructions in 

this manual. 

¶ It a good idea to know where your fridge 12V DC fuse is located just in case 

you need to get to it in this process. 

¶ Before you take any wires apart its always a great idea to take pics of how 

they were. That makes it nice to look back in case something is not quite 

clear. 

¶ Below is a picture of each style so make sure that you follow the directions 

for the style board that matches yours. 

 

 

 

 

  

1200-Style 1210-Style 
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To start this process, begin by taking the cooling unit out of the box, if box 

ŀǇǇŜŀǊǎ ǘƻ ōŜ ŘŀƳŀƎŜŘ ŘƻƴΩǘ ǇŀƴƛŎ ŀǎ ǿŜ ŦƻŀƳ ǇŀŎƪŀƎŜ ǘƘŜƳ ƛƴǘƻ ǘƘŜ ōƻȄ ŀƴŘ 

so the box can be beat up a bit and the unit is still not damaged. So, when you 

take the box apart you will notice a spray foam packing inside and so this needs 

to be removed and then the unit will slide out. Inside the box you should have 

the cooling unit, and parts needed to do the install. 
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Cover up your floor with blankets and removing any door handles or smoke 

alarms that might hinder the exit of your refrigerator from your cabinet. Turn 

off the water pump (if you have an ice maker in your fridge) and the refrigerator 

control panel.  

 WARNING:     

Make sure to turn off LP gas at the tank before starting the install. 
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Locate the side vent to your refrigerator.Take the main 12V wires (RA) loose 

from your board. The wire colors will vary from coach to coach. Note: If your 

ǿƛǊŜ ŜƴŘǎ ŀǊŜ ƴƻǘ ƛƴǎǳƭŀǘŜŘΣ ǿǊŀǇ ǘƘŜ ŜƴŘ ƛƴ ŜƭŜŎǘǊƛŎŀƭ ǘŀǇŜ ǎƻ ȅƻǳ ŘƻƴΩǘ ōƭƻǿ 

the fuse. 
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Unplug your 120v plug (RA) from your RV. Location will vary from coach to 

coach, if you have an icemaker unplug its cord from wall socket, making sure 

water pump is turned off unscrew water supply line from solenoid (RA).  
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Using 2 wrenches remove the LP line (RA) off of the LP solenoid valve. Make 

sure LP gas is turned off.
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There are many different styles out there but most have at least 2 mounting 

screws through the back plate holding the fridge to your RV floor. Screw size 

and bit needed will vary from coach to coach. Remove these screws or bolts 

(RA). 

 

On Winnabago coachs you will have 4- фκмсέ bolts lagged to a steel side plate, 2 

on each side of the fridge,  also the top roof vent cap needs to be removed and 

2 to 4 philips screws need to be loosend from the top of the fridge. 
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Going inside, remove all food items and start by removing the 4 black button 

covers on the top and bottom. (RA) Remove the 4 mounting screws on top and 

bottom (RA). Older style fridge trim might not have the external screw buttons 

but screws will still be underneath the trim after trim is removed. Screw size 

and bit needed will vary from coach to coach. 
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¢ŀƪŜ ŀ рκмсέ ƘŜȄ ōƛǘ ŀƴŘ ŎƻǊŘƭŜǎǎ ƛƳǇŀŎǘ ŘǊƛǾŜǊ ŀƴŘ ǇǊƻŎŜŜŘ ǘƻ remove all the 

screws (RA) in the freezer and the refrigerator. 
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We do not show the fridge being slid out onto the floor, as the lay out of the 

coaches vary greatly and so it could be misleading to your scenario. But the 

object is to have 1 guy on each side of the fridge and as your fridge starts to exit 

lift up gently so when the rear end of the fridge fully exits the cavity that it does 

not drop, but needs to be gently and carefully set on the floor and pushed or 

carried to your open floor area.  Lay fridge face down on the floor, making sure 

doors are latched shut so ǘƘŜȅ ŘƻƴΩǘ ǎǿƛƴƎ ƻǇŜƴ ŀƴŘ ǿŜ ƴƻǊƳŀƭƭȅ Ǉǳǘ ŀ ǇƛƭŜ ƻŦ 

blankets on the floor by the top freezer door so the fridge is lying face down at 

an angle.  

Start by taking the LP solenoid wires loose (save these for later) (RA) and 12v 

fan wires (YA) loose from the board.   
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Take the igniter (RA) and the 120v plug (YA) loose from the board. 

  

wŜƳƻǾŜ ѻέ IŜȄ ƳƻǳƴǘƛƴƎ ǎŎǊŜǿǎ ƻƴ ōƻŀǊŘ όRA). wŜƳƻǾŜ ѻέ ƎǊƻǳƴŘ ǎŎǊŜǿ όRA). 
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wŜƳƻǾŜ ѻέ ƳƻǳƴǘƛƴƎ ǎŎǊŜǿǎ ƻƴ [t ōǊŀŎƪŜǘ όRA).

 

Remove the red wire from the safety recall kit (RA) this recall kit can be 

ǊŜŀǘǘŀŎƘŜŘ ǘƻ ǘƘŜ ƴŜǿ ŎƻƻƭƛƴƎ ǳƴƛǘ ƻǊ ƭŜŦǘ ƻŦŦΣ ǿŜ ƭŜŀǾŜ ǘƘƛǎ ǳǇ ǘƻ ȅƻǳΣ ƛǘΩǎ ŀ ƪƛǘ 

Norcold designed for their unit and will still work on our new unit but we do not 

require it or show how to install it as these can vary from one to the next. If you 

do want a safety device, you have 3 options, #1 the original device shown here #2 a Halon Fire 

extinguisher w/h a solder fuse #3 ARP fridge defend. We do not sell any of these 3 but just a 

suggestion and whatever you use has to be installed and worked with the manufacture of the 

product. 
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wŜƳƻǾŜ ѻέ ŘŜŦǊƻǎǘ ŎǳǇ ǎŎǊŜǿ όRA) and set cup to the side. 

 

Remove the heating element wires from board (RA). 
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Remove the ice maker solenoid brown and white wires (RA). 

Disconnect the ice maker heater wires (RA) and water supply line (YA). 
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Disconnect the 120V ice maker wires, mark these to make sure you know which 

ones they are later, because these can be confused with the 12V fan wires (RA). 
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Remove the рκмсέ ƳƻǳƴǘƛƴƎ ǎŎǊŜǿǎ όRA) on the top and bottom of the unit.  
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Remove the black wire loom (RA) and cut all zip ties holding the bundle of wires 

together. 

 

Using a Phillips bit, remove the 2 screws holding the fan temperature switch. 

We will use those screws again later on the new unit.
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Remove the 4 fan bracket screws (RA). 

 

Throw away the clamp bracket (YA).
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If you are replacing your ventilation fans, which we recommend, now is the time 

to do so. Start by removing the 4 screws (RA). Assemble the new fans in the 

same orientation as the old fans. Set the fans aside for now.
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Pull icemaker wires and water line up and to the side as shown (RA). Be careful 

with the water line as it gets brittle with age. If you are removing the ice maker, 

these can be cut and completely eliminated. 

Leave fan wires with the temperature switch and the black and white (Red and 

Black on some models) cords hanging over side as shown (RA). 
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If old unit is taped along the sides, cut tape with knife (RA). 

Take off the old cooling unit of your refrigerator by lifting straight up and out. 

We will need to take some parts off of the old unit later. Clean off any residual 

foam or thermal sealant around the edges (RA). 
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Clean off the old thermal mastic (RA) from the freezer plates and refrigerator 

fin. A large blade putty knife or scraper works well. A shop vac works well to 

remove any other debris or loose foam. 
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This is how your board and wiring should look like before continuing the install. 

As mentioned before, if the ice maker is being removed, all ice maker wiring, 

water valve, and 120V ice maker cord can be removed and discarded.  
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If you are installing a fin fan, take the fin fan out of the plastic bag. It will include 

two scotch locks that we will use to hookup later. 

 


